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THE BEST QUALITY AND TRUST

CPC/EPC PR-LSC-21

A Linear Scan Camera sensor is a Color CCD Image Sensor that can precisely measure location, width,
length, and so on. As the product is small and light, it can be attached anywhere and is capable of

precision detection. For the light emitting part, high flux LED which boasts a long service life is used, not
an existing fluorescent lamp. Use in combination with PR—LD series.
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PR-LD Type

Equipment that uses high—intensity LEDs to emit light stably and regularly. It is characterized by
combining with optical sensors (PR-OPS, PR-OPS2, PR—OPD and PR-LSC—21) to build EPC and CPC
Linear Scan Camera systems, and a service life is superior to the existing fluorescent lamps.

PR-LSC-21 PR-LD Type
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# The content of this leaflet may be changed without prior notice, for which we request your kind understanding.
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Effective Pixels

CCD 21360 (Color: 5340x3, B/W: 5430pixels)

Pixel Size 5.25um pitch
Output CAN OPEN (option), 4—20mA (Analog Dual outout)
Input Power 24vdc
Operation Temperature 0T ~ +50C

Weight

2kg

Power input
22~26VDC
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SPECIFICATIONS EXTERNAL CONNECTION DIAGRAM
Product Name PR-LSC-21
Display 128x64 Craphic LCD

] A channel ( 4~20mA )

] B channel ( 4~20mA )




