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THE BEST QUALITY AND TRUST

EPC

It can control the edge position of the material with high precision. It is composed

PR .1 02 ype of a detector which is a detection element with high sensitivity and an electric

hydraulic regulator.

General (Hydraulic) EPC
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SPECIFICATIONS
Product Name PR—102UE / PR—102B / PR—102L
Maximum pressure 1.0Mpa (10kg/c)
Valve flow rate 7.00 /min
Oil capacity 180
Operating temperature 5T ~ +50C
Qil specification ISO — VG 32 ~ 46
\oltage 220 ~ 380Vac — 60Hz
Weight 55kg (Excluding oil)
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Examples of EPC System Operation

When it is required to feed the material which is unevenly
wound to the next process (for example, printer, laminator
or slitter), an LFC sensor is installed at the fixed position
desired and the system controls the material by moving the
guide left or right using the cylinder so that the line part of
the material is always at a fixed position.

* When installing a connector, be sure to assemble it after
securing it with bolts.

(The sensor should be attached separately from the
winder.)

Mid Guide Roller

It is used when the position of the edge of material is uneven
during a process and it should be aligned without fail in the
next process. In this case, the system aligns the edge of the
strip at the fixed position after installing the sensor at the fixed
position desired.

This is used to rewind a coil with the edges evenly aligned.
This EPC sensor shall be installed at the fixed position
desired after installing the sensor to match the rewinding
roller and the system controls the material by moving the
roller left or right using the cylinder in order to rewind the
material with the edge evenly aligned. (The sensor should
be installed so as to let it move together with the winder.)




